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must take the two actions that are de-
scribed in paragraphs (c)(1) and (2) of 
this section. 

(1) Notify the Administrator of this 
deviation in writing within 10 days. In 
the notice, state what caused this devi-
ation, what you are doing to ensure 
that a qualified operator is accessible, 
and when you anticipate that a quali-
fied operator will be accessible. 

(2) Submit a status report to EPA 
every 4 weeks outlining what you are 
doing to ensure that a qualified oper-
ator is accessible, stating when you an-
ticipate that a qualified operator will 
be accessible and requesting approval 
from EPA to continue operation of the 
OSWI unit. You must submit the first 
status report 4 weeks after you notify 
the Administrator of the deviation 
under paragraph (c)(1) of this section. 
If EPA notifies you that your request 
to continue operation of the OSWI unit 
is disapproved, the OSWI unit may con-
tinue operation for 90 days, then must 
cease operation. Operation of the unit 
may resume if you meet the two re-
quirements in paragraphs (c)(2)(i) and 
(ii) of this section. 

(i) A qualified operator is accessible 
as required under § 60.3014(a). 

(ii) You notify EPA that a qualified 
operator is accessible and that you are 
resuming operation. 

MODEL RULE—EMISSION LIMITATIONS 
AND OPERATING LIMITS 

§ 60.3022 What emission limitations 
must I meet and by when? 

You must meet the emission limita-
tions specified in Table 2 of this sub-
part on the date the initial perform-
ance test is required or completed 
(whichever is earlier). Section 60.3031 
specifies the date by which you are re-
quired to conduct your performance 
test. 

§ 60.3023 What operating limits must I 
meet and by when? 

(a) If you use a wet scrubber to com-
ply with the emission limitations, you 
must establish operating limits for 
four operating parameters (as specified 
in Table 3 of this subpart) as described 
in paragraphs (a)(1) through (4) of this 
section during the initial performance 
test. 

(1) Maximum charge rate, calculated 
using one of the two different proce-
dures in paragraphs (a)(1)(i) or (ii) of 
this section, as appropriate. 

(i) For continuous and intermittent 
units, maximum charge rate is the av-
erage charge rate measured during the 
most recent performance test dem-
onstrating compliance with all applica-
ble emission limitations. 

(ii) For batch units, maximum charge 
rate is the charge rate measured during 
the most recent performance test dem-
onstrating compliance with all applica-
ble emission limitations. 

(2) Minimum pressure drop across the 
wet scrubber, which is calculated as 
the average pressure drop across the 
wet scrubber measured during the most 
recent performance test demonstrating 
compliance with the particulate mat-
ter emission limitations; or minimum 
amperage to the wet scrubber, which is 
calculated as the average amperage to 
the wet scrubber measured during the 
most recent performance test dem-
onstrating compliance with the partic-
ulate matter emission limitations. 

(3) Minimum scrubber liquor flow 
rate, which is calculated as the average 
liquor flow rate at the inlet to the wet 
scrubber measured during the most re-
cent performance test demonstrating 
compliance with all applicable emis-
sion limitations. 

(4) Minimum scrubber liquor pH, 
which is calculated as the average liq-
uor pH at the inlet to the wet scrubber 
measured during the most recent per-
formance test demonstrating compli-
ance with the hydrogen chloride and 
sulfur dioxide emission limitations. 

(b) You must meet the operating lim-
its established during the initial per-
formance test beginning on the date 180 
days after your final compliance date 
in Table 1 of this subpart. 

§ 60.3024 What if I do not use a wet 
scrubber to comply with the emis-
sion limitations? 

If you use an air pollution control de-
vice other than a wet scrubber or limit 
emissions in some other manner to 
comply with the emission limitations 
under § 60.3022, you must petition EPA 
for specific operating limits, the values 
of which are to be established during 
the initial performance test and then 
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